VHF MARINE |
RADIOS &
ACCESSORIES

Built tough to keep you safe _i,r
in all marine conditions.







BUILT IN P67
CLASS B DSC WATERPROOF

MX1100G

KEY FEATURES
e Class B Digital Selective Calling (DSC)
e 25/1 Watt switchable transmit power

¢ |PX7 Waterproof construction (1 metre depth
of water for 30mins)

o Built-in GPS receiver
e Front facing speaker

e Vibration water draining function on
fransceiver speaker

e Large easy fo read LCD display

e Normal scan and priority scan modes
e Scan resume timer

e Rofary volume and squelch control

* Microphone lock function

e Adjustable LCD and key backlight

e Dual/Tri channel watch

® Beep tone On/Off

e DSC Distress, individual, group, all ships,
position request, position report

e Channels — All International, USA and
Canadian marine channels

¢ Dimensions of transceiver:
155mm x 86mm x 68mm

e 2 Year warranty

PACK CONTENTS

¢ VHF Marine Transceiver and microphone
e GPS Antenna

e DC power Cable

e Fuse

e Mounting bracket

o Screws for mounting bracket

¢ Microphone hanger
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BUILT IN P67
CLASS D DSC WATERPROOF

MX1000

KEY FEATURES
¢ Class D Digital Selective Calling (DSC)
© 25/1 Watt switchable transmit power

o |P67 Waterproof construction (1 metre depth
of water for 30mins)

o External GPS receiver interface
e Front facing speaker

e Vibration water draining function on
transceiver speaker

o Large easy to read LCD display

e Normal scan and priority scan modes
e Scan resume timer

® Rotary volume and squelch control

o Microphone lock function

o Adjustable LCD and key backlight

o Dual/Tri channel watch

* Beep tone On/Off

e DSC Distress, individual, group, all ships,
position request, position report

e Channels - All International, USA and
Canadian marine channels

¢ Dimensions of transceiver:
153mm x 152mm x 67mm

e 2 Year warranty

PACK CONTENTS

e VHF Marine Transceiver and microphone
e DC power cable

® Fuse

e Mounting bracket

o Screws for mounting bracket

o Microphone hanger

OPTIONAL ACCESSORY

MFMBO1 Marine flush mount bracket suits MX1000G and MX1100
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2. FLOAT P67
% AND FLASH WATERPROOF

MX500

KEY FEATURES

o 5/1 Watt switchable

o |P67 waterprooft (1 meter depth for 30 minutes)
e Float and flash

e Vibration water draining function
¢ Dual/Tri-watch

e Large backlit display and keypad
* Programmable and priority scan
o Keypad lock

* Battery indicator

 Battery operation time up fo 8hrs*

e Channels - All International, USA and
Canadian marine channels

® 2 Year warranty excludes battery

PACK CONTENTS

o VHF marine radio

e AC adaptor

o Rechargeable li-ion battery
o Belt clip

e Flexible antenna

o Wrist strap

TAC Adaptor is not waterproof
*Duty cycle; 5% transmit/5% receive/90% standby
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FLOATS WATERPROOF
MX300

KEY FEATURES

o 3/1 Watt switchable

o |PX7 Waterprooft (1 meter depth for 30 minutes)
e Floats when dropped in water

e Vibration water draining function
e Dual/Tri-watch

e Large backlit display and keypad
e Call channel function

o Keypad lock

e Battery operation time up to 8hrs*
e Auto power save

e Channels - All International, USA and
Canadian marine channels

¢ 2 Year warranty excludes battery

PACK CONTENTS

¢ VHF marine radio

e AC adaptor

® 12V adaptor

o 5 X NIMH AAA Rechargeable Batteries
e Belt clip

e Flexible antenna

o Wrist strap
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MARINE ANTENNAS
AND BRACKETS

The Oricom Range of marine antennas and brackets are built tough
to withstand the harshest marine environments. Each of the antennas

and brackets shown have been designed to suit marine radios.

MONTH
WARRANTY

\
'O I R

MBA450V MDW18vV MDW24vV mMmbwiss MDW248 MDWI18AM
VHF VHF VHF AM/FM AM/FM 27MHz
450mm 1.8m 2.4m 1.8m 2.4m 1.8m

Ground Fully detachable Fully detachable Fully detachable Fully detachable Fully detachable
Dependent UV pre-tuned UV pre-tuned UV pre-tuned UV pre-tuned UV pre-tuned UV
stabilised white stable white stable white stable white stable white stable white
antenna. fibreglass whip. fibreglass whip. fibreglass whip. fibreglass whip. fibreglass whip.
5m pre-

terminated low

loss coaxial

cable included.




MBLOO1

Single swivel
fold-down antenna
mounting base.

UV stable white multi-
purpose mounting antenna
base to suit MDW series
marine antenna whips
Pre-terminated FME
connector and PL259
adaptor (no soldering of
plugs required)

Colour coded base inserts
for easy identification of
whip type

5m White Low loss

coaxial cable

Ground independent design

MBL002

Double swivel
fold-down antenna
mounting base.

UV stable white multi-
purpose mounting antenna
base fo suit MDW series
marine antenna whips
Pre-terminated FME
connector and PL259
adaptor (no soldering of
plugs required)

Colour coded base inserts
for easy identification of
whip type

5m white low loss

coaxial cable

Ground independent design




oricom




